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GENERAL NOTES

ALL EXISTING EQUIPMENT NOT DETAILED FOR REMOVAL SHALL REMAIN.
THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR
TO INSTALLATION.
ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANGCE WITH
SHA STANDARDS.

| j 4. ALL EXISTING TRAFFIC SIGNAL EQUIRMENT TO BE REMOVED SHALL

N BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON
[ COMPLETION OF THE NEW SIGNAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

CABLE TO THE APPROPRIATE TERMINAL AND PROPERLY LABELING EACH

CABLE.

6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING THE PROPOSED SIGNAL EQUIPMENT. IF UTILITY CONFLICTS
ARISE, THE CONTRACTOR SHALL CONTACT THE SHA ENGINEER.

7. PUSHBUTTON ARROWS ARE TC BE PARALLEL TO THE CROSSING
FOR WHICH THEY ARE INTENDED.

PUSHBUTTONS ARE TC BE LOCATED SO THAT THEY CAN BE
ACTIVATED BY A FERSON IN A WHEELCHAIR REACHING LESS THAN 18
INCHES FROM A FIVE FOOT X FIVE FOOT LEVEL LANDING ARZA WITH
A CROSS SLOPE NO GREATER THAN 2%.

LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTON MUST
MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4E.08 AND 4E10 AND
FIGURES 4E.3 AND 4E-4 AND THE NCHRP PUBLICATION "AGCESSIBLE
PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE". F NOT MET, THE
CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL
A DESIGN WAIVER |3 OBTAINED AND APPRCOVED BY THE DIRECTOR
QF THE OFFICE OF TRAFFIC & SAFETY.
10.  THE 10" MINIMIUM SEPARATION - BETWEEN PUSHBUTTONS IS TQ BE
MEASURED FROM FACE QF PUSHBUTTON TG FACE GF
PUSHBUTTON ONLY.
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B. INSTALL 10 FOOT PEDESTAL POLE WITH BREAKAWAY COUPLINGS PER MD
801.01-01, PEDESTRIAN SIGNAL HEAD, AND AUDIBLE PUSHBUTTON STATION
(NOTE: USE MODIFIED FOUNDATION PER MD 801.01 WITH 1-2"

SCHEDULE 80 80°PVC BEND.)

C. INSTALL 10 FOOT PEDESTAL POLE CUT TO FIVE FEET WITH BREAKAWAY

COUPLINGS PER MD 801.01-01, AND AUDIBLE PUSHBUTTON STATION (NOTE:

USE MODIFIED FOUNDATION PER MD 801.01 WITH 1-2"

SCHEDULE 80 90°PVC BEND.)

INSTALL 2 INCH SCHEDULE 80 RIGID PVC GONDUIT — TRENGHED.

USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

" SEE DRAWING SG-2 FOR PEDESTRIAN FACILITIES.

INSTALL GROUND MOUNTED SIGN ON 4 INCH X & INCH WOOD POST.

INSTALL CROSSWALK USING 12 INCH WHITE PREFCRMED THERMOPLASTIC
PAVEMENT MARKING MATERIAL, AS SHOWN.
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K. INSTALL STOP LINE USING 24 INCH WHITE PREFORMED THERMOPLASTIC
: PAVEMENT MARKING MATERIAL, AS SHOWN,
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